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Manufacturer’s Information  
 
 
Art. No.:  551 10 750  /  552 10 750 
 
 
Type: AHCON IT 700 / 900 Inflation Station  
 
 
Use: Safety Inflation portal for inflation of passenger, van and light 

truck tyres. 
  
 Can be used together with the AHCON PCI 6200 and CI 5000 

Computer Inflators (please see operator’s manual for the PCI 
6200 and operator’s manual for the CI 5000). 
   
Can be used together with an Omega Jet System 13-19” 
 
Max. tyre diameter: 900 mm 
Max. width of rim: 12” 
Max. weight:  65 Kg 

 
 
Field Operation:  To be used as an individual Safety Inflation Portal (inflation up to 

7 bar) or as a built-in part of an AHCON Speed Line System. 
 
 
Manufacturer: AHCON WHEEL SERVICE EQUIPMENT 
  Danmarksvej 25 
  DK - 8660 Skanderborg 
  +45 76152150 
  e-mail: ahcon@ahcon.dk  
 
 
 
Distributor: 
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WARNINGS !  
 
 
Safety Precautions  
 
IT 700 / 900 Safety Inflation Portal must only be used by trained personnel. 

 
IT 700 / 900 Safety Inflation Portal must only be used for inflation of passenger tyres, van 
tyres and light truck tyres. 

 
Tyre service should only be performed by persons trained properly. 
 
AHCON disclaim all responsibility for failures occurring by working procedures, which do 
not comply with procedures recommended by AHCON and / or tyre and rim manufacturers 
(STRO).  
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Risks and Labelling  
 
 
 

Danger of squeezing when closing the door ! 
 
 

 
 
 
 
Use approved hearing protectors when using the Omeg a Jet System! 
(EN 352 -1) 
 
 
 

 
 
 
 
Pictograms and warning labels placed on the machine  by the manufacturer must 
not be removed! 
 
If warning labels are removed the responsibility of  the manufacturer will be 
renounced. 
 
 
 

 
 
 



 6

Safety Precautions  
 
 
Safety Distance  
 
None for the operator. 
 
1 meter for the outsider. 
 
The use of approved hearing protectors is demanded, when using of the Omega Jet 
System. 
  
The highest allowed noise limit is 110 dB (A) 1.29 min. day. 
 
 
 
 
Safety Devices  
 
The inflation portal is equipped with Polycarbonate on the front and safety expanded metal 
in the top for protection of a possible explosion of tyres or tyres “jumping” off the rim due to 
a wrong match. 
  
IT 900 is furthermore equipped with a door in the left side with Polycarbonate as well as a 
safety curtain in the right side. 
  
If the portal is equipped with an Omega Jet System, this function can only be release if 
both hands are outside the chamber / portal, as both hands are needed for an activation. 
 
The machine is constructed in such a way that the operator cannot be harmed by normal 
use of the machine as long as the instructions are closely followed. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 7

Warranty  
 
AHCON guarantees that the product will live up to the specifications at the time of delivery 
and will be faultless as regards materials and workmanship for a period of 12 months after 
the product has been invoiced to the end user.  
 
Components and parts related to normal wear and tear are not included in the warranty.  
 
AHCON will not be responsible for damages occurring by negligence, improper use, 
incorrect installation, etc. 
 
All products and parts returned to AHCON for repair and replacement must be forwarded 
carriage paid. 
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Dimensions and Weight  
 

 
 
 
  
 
 

 
 
 
 
 
 
 
 
 
 
 
 

Shipping Dimensions  
 
Height:  1850 mm Weight:  143 kg 
Length:  1200 mm  
Width:  1200 mm Shipping weight:  157 kg 
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Transport and Handling  
 
This machine has to be transported with a pallet stacker or a fork-lift truck according to the 
below instructions.                             
 
 
 
 
 
 
 
 
 
 
Place the machine close to the place of use. 
Remove the bolts holding the machine to the pallet.  
 
 
Unpacking  
 
Remove the packing. 
Check that the contents correspond to the order. 
Place the machine on an even floor near the place of use. Please see the illustration / 
photo! 
 
 

  
  
 
. 

    
 

          

KEEP A SAFETY DISTANCE OF 2 M WHEN 
THE FORK-LIFT TRUCK IS LOWERED ! 

Fasten the IT Inflation Station to the floor with 4 expansion bolts. 

Adjust the table horizontally. 
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Connection   
 
 
Compressed Air connection  
 
 
 

 
  
 
 
Power Connection  
 
This machine needs an electric power connection. If the IT 700 or the IT 900 is equipped 
with a Computer Inflator and / or an Omega Jet System a connection to 230V (1 P- N – G) 
is needed. 
 
Please see the operator’s manual for the CI 5000 or  the PCI 6200 ! 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Please make sure that inlet of 
compressed air is sufficient. 
Compression pressure 8 –10 bar. 
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OPERATION 
 

 
 

 
 

 
 

 
 
 

 

 
 
 
 
 
Open the safety door (IT 900) by pulling 
the locking handle. 
 
 
 
 
 
 
Roll the wheel into position.  
 
 
 
 
 
 
Mount the inflation nipple on the wheel’s 
valve. 
 
 
 
 
 
 
Close the safety door (IT 900). 
 
 
 
 
 
 
 
Concerning automatic inflation please see 
the operator’s manual for the CI 5000 or 
the PCI 6200. 
 

 
 
 
 
 
 

 
 
 
 
After inflation the wheel is inflated and led 
out through the plastic curtain (IT 900). 
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Use of the Omega Jet System  
13 – 19” 
 

 
 

 
 

 
 

 
 

 

 
 
 
 
 
Operation panel for the Omega Jet 
System. 
 
 
 
 
 
 
By activating the joy stick the wheel is 
lifted into the wanted position. 
13” at the bottom 19” at the top. 
 
 
 
 
 
Lifting cylinder with cone. 
 
 
 
 
 
 
Roll the wheel into position with the hub 
hole above the cone.  Mount the inflation 
nipple. 
 
 
 
 
 
 
Lift the wheel to wanted position.

 

 

 
 
 
Close the safety door (IT 900). 
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Press “start” on the computer inflator. 
Please see the operator’s manual for 
the Computer Inflator! 
 
Press the two activation buttons down at 
the same time. The Omega Jet System 
will set a back pressure of approx. 200 l 
air above the wheel. (10 bar x 20 L). The 
tyre is seated. 
 
 
 
 
 
 
Lower the wheel down and wait for the 
inflation. 
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Noise  
 
Noise from this machine can by use of the Omega Jet System occasionally exceed 70 dB. 
 
Only by use of the Omega Jet:   110 DB (A) measured at a distance of 1 meter from the 
machine. Please see page 6. 
 
 
Special Functions and Accessories  
 
IT 700 and IT 900 can be used in connection with the AHCON Speed Line System. 
 
Intended for use together with: 
 
900 99 009 Extension Table 600 mm. 
900 99 023 Extension Table 500 mm. 
900 99 024 Assembly fitting for roll tables 900 – 1200 – 1500 mm. 
 
 
 
Standards for Built-In Parts  
 
Fastening Parts 
Machine Elements 
Air Accessories 
Handles 
 
All the above parts are produced in strengths according to the DIN, ISO, DS and BS 
standards in force . 
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Maintenance  
 
It is recommended to add approx. 20 drops of thin, acid-free oil (CRC 556/ WD40) to the 
compressed air inlet after approx. 300 – 400 inflations. 
 
 

WARNING !    Must  NOT be cleaned with a pressure blower!  
 
 
Adjustment:     
   

    
  Make sure that the table is in a horizontal position. 

 
 
 
 
 
Repair  
 
Do only use trained personnel for maintenance and repair of this machine. 
 
 
 
 

WARNING ! 
 
The machine must not be connected to compressed air  during maintenance and 
repair.  
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Chart  
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